
Alipai PVC Collar 
for Alipai 110 underpressure air vent



Easier installation

Material

Standard colours

Dark grey
Equivalent of RAL 7016 

Alipai PVC Collar is made of coloured 
Polyvinyl chloride (PVC).

Packaging

Contents:
- 10 pcs of Alipai PVC Collars
- 10 pcs of stainless steel clamps
- Alipai PVC Collar brochure

Dimensions of the carton box: 410 x 395 x 595 mm.
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Alipai PVC Collar is designed and manufactured in Finland. 

Height of the collar: 150 mm 
Width of the fl ange: 367 mm

Alipai PVC Collar is a cone shaped collar which enhances watertight and easy installation of the Alipai underpressure air vent on PVC 
roof. As the Alipai PVC Collar is made of PVC plastic, it is installed on the PVC roof using the welding method such as used with the roof 
material itself. A stainless steel clamp is used to tighten the collar around the Alipai air vent.

Installation, of the Alipai products, with the Alipai PVC Collar ensures a waterproof fi nish on a PVC roof.

Dimensions

Light grey
Equivalent of RAL 7040

Product numbers 

    
    ALIPAI PVC COLLAR   Dark grey   730102    
     Light grey  730103 

    NAME     COLOUR   PRODUCT NUMBER


