
Service set for VILPE® roof fans

Service set for VILPE® roof fans
Electrical specifications and wiring

1. E120, E190, E220, E250, E250-R4E, E250H, E280, E280-R4E, E310-R4E
2. E80 (      Serial No. E08099999), E150 (      Serial No. E15099999)
3. E80 Radon/Toilet, E80 (Serial No. EA80100000     ), E150 (Serial No. EA150100000     ), 2-Speed Top Fan*

*
*

VILPE model Power input Current Voltage Capacitor Rotating speed
E80 45W 0,21A 230V/50HZ 6µF 1900 rpm

E150 45W 0,21A 230V/50HZ 6µF 1900 rpm

E120 (EB) 52W 0,23A 230V/50HZ 1,5µF 2350 rpm

E120 (EF) 64W 0,32A 230V/50HZ 1,5µF 2510 rpm

E190 (EB) 52W 0,23A 230V/50HZ 1,5µF 2350 rpm

E190 (EF) 64W 0,32A 230V/50HZ 1,5µF 2510 rpm

E220 85W 0,38A 230V/50HZ 2µF 2600 rpm

E250 210W 0,93A 230V/50HZ 5µF 2500 rpm

E250H 40W 0,18A 230V/50HZ 1,5µF 1420 rpm

2-SPEED 60W/80W 0,27A/0,35A 230V/50HZ 2µF 2380/2550 rpm

ECO 110 83W 0,75A 230V/50HZ - 3200 rpm

ECO 190 83W 0,75A 230V/50HZ - 3200 rpm

ECO 220 85W 0,7A 230V/50HZ - 2580 rpm

ECO 250 165W 1,4A 230V/50HZ - 2560 rpm
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Voltage output
+10 V max. 1.1 mA

Lin/PWM control input
0-10 VDC / PWM

Tach output
1 pulse per revolution

3 pin connector outside fan

I max. 10 mA

680 Ω

1 µF

47 V
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Main supply
230V 50Hz, AC
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ECo 110

ECo 190, ECo 220, ECo 250
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